






METALLIC CONSTRUCTION: 
ROUSSELET ROBATEL liquid/liquid centrifuges can be fabricated from a variety of alloys such as 316L,stainless steel, 904L stainless steel, 
Hastelloy C and other materials of construction (upon request, and upon mechanical compatibility). If used as extractors, these machines can 
be installed on single or common frames and are interconnected with flexible inter-stage piping. 

MONOSTAGE CENTRIFUGES FABRICATED FROM METAL. --
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Bowl Centrifuge 

Model 0 (mm) 
Useful Rotor speed (RPM) Nominal flow rate {1/h) Motor power (kW) Dimensions (mm) 

capacity (I) 50 Hz 60 Hz 50 Hz 60Hz 50 Hz 60 Hz h I 

BXP040 40 0, 11 3000 3600 50 60 0,020 0,020 487 180 
BXP080 80 0,30 3000 3600 120 140 0, 12 0, 12 570 380 

BXP190 190 4,2 2900 3500 3000 3500 0,75 1, 1 1300 550 

BXP320 320 17 2900 3500 6000 7000 4 5,5 1550 940 

BXP360 360 29 2900 3500 10000 12000 5,5 5,5 1850 1040 

BXP520 520 110 1450 1750 25000 30000 7,5 7,5 2310 1330 

BXP800 800 320 970 870 60000/80000 55000n5000 18,5 18,5 3110 1750 

The hourly flowrates depend upon the viscosity, emulsification tendency, density ratio and flow ratio of the liquids being processed. 

PVDF CONSTRUCTION: 
Unique construction in which all process contact surfaces are fabricated from PVDF. This construction is advantageous if the process materials 
are corrosive and it is not possible to use metallic construction. If used as extractors, these machines can be installed on single or common 
frames and are interconnected with flexible inter-sta 
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Bowl Centrifuge 

Model 0 (mm) 
Useful Rotors eed RPM Nominal flow rate 1/h Motor ower kW Dimensions (mm 

capacity {I) 50 Hz 60 Hz 50 Hz 60Hz 50 Hz 60 Hz h I 

BXP040P 40 0, 11 3000 3600 50 60 0,02 0,02 575 150 

BXP130P 135 1,3 1450 1750 600 700 0,25 0,37 900 320 

BXP130PL 135 1,9 1450 1750 850 1000 0,25 0,37 970 320 

BXP210P 210 5,6 1450 1750 3000 3500 0,75 0,75 1300 550 

BXP210PL 210 7,8 1450 1750 4200 4800 0,75 0,75 1400 550 

BXP360P 360 29 970 1170 12000 14000 1,5 2,2 1910 1140 

BXP360PL 360 39 970 1170 16000 18000 1,5 2,2 2060 1140 

BXP460P 460 80 730 870 25000 28000 2,2 3,6 2210 1250 

BXP620P 620 175 580 580 60000 60000 3,6 3,6 2900 1500 

The hourly flowrates depend upon the viscosity, emulsification tendency, density ratio and flow ratio of the liquids being processed. 

LABORATORY MODELS: 
For performing feasibility tests with minimum quantities of material. 

Bowl Centrifuge 

Model 0 (mm) 
Useful 

Rotor speed (RPM) Nominal flow rate (I/h) Motor power (W) 
Dimensions (mm) 

Capacity (I) h I 

BXP012 12 0,0022 10000 2 25 295 100 

BXP025 25 0,0190 4000 10 41 482 170 

The hourly flowrates depend upon the viscosity, emulsification tendency, density ratio and flow ratio of the liquids being processed. 
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